96-2020 


HF Transceiver 


Actual Size 2.75Hx6Wx7.25L inches — (Cat. #05-01) 


Internal views 


For emergency preparedness, search and Sal) show robust 
rescue, border patrol and DX-pedition, this | “auae<"r aa i a sala ntl 

x | Malay 2 watt speaker and 
reliable and compact low current* HF transceiver | (@ifKeahaseceteat Ba | extruded aluminum 
will provide high performance, long range a Ee 


communications. 


Use the SG-2020 in any location where space is 
precious. Any application — fixed, mobile, portable 
or aviation — a tough new multi mission transceiver 
from SGC. 


* 300mA in stand-by mode. Several days of operation from regular 
flashlight cells. 
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$G-2020 Transceiver 


Front and rear panels offer standard 
connectors and easy to use controls. 


SG-2020 PortaPak 


Portable Package 


Special Case: 
Battery Pack: 


Case: 


Attachment: 
Battery type: 


Front Panel Cover: 


(available early ‘98) 
not retrofittable 
Side latches 


Attached to case with wing lock 
latches 

Extruded Aluminum (same as 
SG-2020 case) 

On back panel of SG-2020 

10 x D batteries capacity up to 
12 AH or 10x D- rechargeable 
battery capacity of 4 AH 
(Batteries not included) 


Attached to case with wing lock 
latches; microphone cat.#52-25 
and handle supplied 


1-800-259-7331 


SGC, Inc., P.O. Box 3526 , Bellevue, WA 98009 USA 
Tel: 425-746-6310 Fax: 425-746-6384 
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Specifications: 


GENERAL 


General Operating 
modes: 

Frequency range: 
Export version : 


Microprocessor: 
Frequency stability: 
Frequency resolution: 
Frequency display 
resolution: 

Receive transmit 
change over: 

User friendly 
functions: 

Memories: 


SWR metering: 
LCD display: 
Keyer: 


Dimensions: 
Approximate weight: 
Microphone: 


9G-2020 Cat. #05-01 


Double click note 


USB, LSB, and CW 
1.8 to 29.7 MHz 

1.8 to 30 MHz 

full frequency coverage 
MC68HC 711E9 
10ppm 

10 Hz steps 


100 Hz steps 
less than 10 milliseconds 


SPLIT, RIT and XIT 

40 Simplex or Semi- 
Duplex 

Built-in 

Backlit 

Fully adjustable IAMBIC 
“A’ mode keyer operating 
under microprocessor 
control from 5 to 50 WPM. 
2.75H x 6W x 7.25L Inches 
2.5 lbs. 

(optional) fist, dynamic; 
cat.#52-25 


(compatible with Kenwood MC 43 or similar) 


RECEIVER 


Pass band tuning 
sensitivity: 


Inter modulation: 
Tunable A.F. bandpass: 
Noise Blanker: 

RF gain control: 

BFO: 


Total consumption 
in receive mode: 


TRANSMITTER 


Transmitter power: 


RF speech processor: 


Transmit current: 


Transmit intermods 
for 20 watts PEP: 
Transmit spurious 
and harmonics: 


Better than .3uV for 

6db S/N 

+18dBM 3rd order intercept 
100 Hz to 2700 Hz 

Front panel control 

Front panel control 
Microprocessor 

controlled 


Typical 300mA 


adjustable from 0 to 20 
watts PEP output, with 
efficient operation at 5W 
VOGAD baseband 
processing and RF 
clipping 

Voice; less than .8 

Amps 5WCW; less than 

1 Amp 20WCW; less than 
3 Amps 


-280B or better 


50dB (from PEP power) 
Ham Bands 


SGC reserves the right to modify specifications without notice. 


